
Pump up your heating life ...

ESTIA air to water 
heatpump products



ESTIA R32 & R410A
 Lineup 2023
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ESTIA 14 kW
 Maximum leaving water temperature

LWT 60°C @ OAT-10°C and LWT 55°C @ OAT -25°C 
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ESTIA 14 kW
 Benchmark: SCOP @ LWT +55°C



ESTIA technicals 8→14 kW
 R32 in heating operation: LIQUID INJECTION

The principle:
 Refrigerant vapor or two-phase refrigerant 

is injected during the compression process 
via one or more injection ports on a single-
stage compressor – thus dividing the 
compression into several stages.
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ESTIA technicals 8→14 kW
 R32 in heating operation: LIQUID INJECTION

 Expands the operation range 
@ low outdoor temperatures

 Increases the maximum 
achievable leaving water 
temperature



ESTIA R410A
 Types & models – STANDARD

power supplyP nom. (h) kWoutdoor unit
3-ph11,20HWS-1105H8-E

1-ph (3-ph)14,00HWS-1405H(8)-E
3-ph16,00HWS-1605H8-E

fits to:bu-heater kWhydrobox
HWS 1105, 1405, 1605*M3/T6/T9HWS-1405XWH*-E



power supplyP nom. (h) kWoutdoor unit
1-ph (3-ph)11,20HWS-P1105H(8)R-E

3-ph14,00HWS-P1405H8R-E

fits to:bu-heater kWhydrobox
HWS P1105, P1405*M3/T6/T9HWS-P1105XWH*-E

 Maximum supply water temperature +60℃
 Minimum outdoor operating temperature -25℃

ESTIA R410A
 Types & models – HIPOWER



power supplyP nom. (h) kWoutdoor unit
1-Ph4,00HWT-401HW-E
1-Ph6,00HWT-601HW-E

1-Ph [3-Ph]8,00HWT-801H[8]W-E
1-Ph [3-Ph]11,20HWT-1101H[8]W-E
1-Ph [3-Ph]14,00HWT-1401H[8]W-E

fits to:bu-heater / 
zoneshydrobox

HWT-401, 6013 kW / 2 zonesHWT-601XWHM3W-E
HWT-401, 6016 kW / 2 zonesHWT-601XWHT6W-E
HWT-801, 11016 kW / 2 zonesHWT-1101XWHT6W-E
HWT-801, 11019 kW / 2 zonesHWT-1101XWHT9W-E

HWT-140114 kW / 2 zonesHWT-1401XWHT9W-E

ESTIA R32
 Types & models – HYDROBOX COMPACT



power supplyP nom. (h) kWoutdoor unit
1-Ph4,00HWT-401HW-E
1-Ph6,00HWT-601HW-E

1-Ph [3-Ph]8,00HWT-801H[8]W-E
1-Ph [3-Ph]11,20HWT-1101H[8]W-E
1-Ph [3-Ph]14,00HWT-1401H[8]W-E

fits to:bu-heater / 
zonesAIO

HWT- 401, 6013 kW / 1 zoneHWT- 602 S21SM3W-E
HWT- 401, 6016 kW / 1 zoneHWT- 602 S21ST6W-E
HWT- 801, 11019 kW / 1 zoneHWT- 1102 S21ST9W-E
HWT- 801, 11019 kW / 2 zonesHWT- 1102 S21MT9W-E

HWT-14019 kW / 1 zoneHWT- 1402 S21ST9W-E
HWT-14019 kW / 2 zonesHWT- 1402 S21MT9W-E

ESTIA R32
 Types & models – ALL IN ONE



series 1
AIO

series 1
COMPACT

series 5 
HIPOWER

series 5 
STANDARD

4, 6 kW: -204, 6 kW: -20
all -25all -20Min. outdoor temperature (°C)

8, 11, 14 kW: -258, 11, 14 kW: -25

4, 6 kW: +554, 6 kW: +55
all +60all +55Max. leaving water temp. (°C)

8, 11, 14 kW: +658, 11, 14 kW: +65

ESTIA R410A / R32
 Differences operating range





Check out the 
bulletin too!



R410A R32

 best price investment
 0-10 Volt control the quietest units

 Highest heating capacity

 Class “A1” refrigerant

 Low GWP refrigerant

 Best “over all” efficiency

WiFi / APP control



ESTIA R32

by



ESTIA R32
 Too loud?
 Use customized sound insulation housing!

 Custom made by Austrian company
 Designed for ESTIA R32 big chassis (8/11/14 kW)
 Nominal sound reduction up to -20 dB(A)
 Easy to assemble
 Lightweight aluminum composite construction
 Color-matched M6 screws for all visible fasteners
 Measurement certificate for regulatory requirements
 Air and sound optimized shaft openings
 Dimensions 1300 x 1200 x 1000 (HxWxT), weight 36 kg



ESTIA R32
 Sound insulation housing
 Details



ESTIA R32
 Sound insulation housing
 Details

 Achieves attenuation of -20 dB(A) sound power level
 Certificate for regulatory requirements supplied


